
7.
A

.■■
T

H
E

 FA
C

ILIT
Y

 M
E

E
T

S
, B

A
S

E
D

 U
P

O
N

 (C
heck all appropriate boxes) 

1.■■
C

O
M

P
LIA

N
C

E
 W

IT
H

 A
LL P

R
O

V
IS

IO
N

S
 

2.■■
A

C
C

E
P

TA
N

C
E

 O
F

 A
 P

LA
N

 O
F

 C
O

R
R

E
C

T
IO

N
  

3.■■
R

E
C

O
M

M
E

N
D

E
D

 W
A

IV
E

R
S

  
4.■■

F
S

E
S

B
.■■

T
H

E
 FA

C
ILIT

Y
 D

O
E

S
 N

O
T

 M
E

E
T

 T
H

E
 S

TA
N

D
A

R
D

1981 C
O

D
E

F
IR

E
 S

A
F

E
T

Y
 S

U
R

V
E

Y
 R

E
P

O
R

T
 1981 C

O
D

E
 

M
ed

icare – M
ed

icaid

PA
R

T
 I - L

ife S
afety C

o
d

e,N
E

W
 an

d
 E

X
IS

T
IN

G
        PA

R
T

 III - A
ltern

ative P
rovisio

n
s fo

r S
p

rin
klers       PA

R
T

 IV
 - W

aiver R
eco

m
m

en
d

atio
n

 F
o

rm

F
orm

 C
M

S
-2786F

 (12-92)
P

age 1

1.(A
) P

R
O

V
ID

E
R

 N
U

M
B

E
R

K
1

1.(B
) M

E
D

IC
A

ID
 I.D

.N
O

.

K
2

Identifying inform
ation as show

n in applicable records.E
nter changes, if any, alongside each item

, giving date of change.

2.N
A

M
E

 O
F

 FA
C

ILIT
Y

2.(A
) M

U
LT

IP
LE

 C
O

N
S

T
R

U
C

T
IO

N
 (B

LD
G

S
)

A
.B

U
ILD

IN
G

 ________________

B
.W

IN
G

       ________________

C
.F

LO
O

R
     ________________

K
3 

2.(B
) A

D
D

R
E

S
S

 O
F

 FA
C

ILIT
Y

 (S
T

R
E

E
T, C

IT
Y, S

TAT
E

, Z
IP

 C
O

D
E

)

3.S
U

R
V

E
Y

 F
O

R

■■
M

E
D

IC
A

R
E

■■
M

E
D

IC
A

ID
 

4.D
AT

E
 O

F
 S

U
R

V
E

Y
  

K
4

D
AT

E
 O

F
 P

LA
N

 A
P

P
R

O
V

A
L

K
6

S
U

R
V

E
Y

 U
N

D
E

R
 

5.■■
1973 E

X
IS

T
IN

G
 

6.■■
1973 N

E
W

K
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5.S
U

R
V

E
Y

 F
O

R
 C

E
R

T
IF

IC
AT

IO
N

 O
F

 

1.■■
H

O
S

P
ITA

L
2.■■

S
K

ILLE
D

/N
U

R
S

IN
G

 FA
C

ILIT
Y

4.■■
IC

F
/M

R
 (U

N
D

E
R

 H
E

A
LT

H
 C

A
R

E
)

IF
 “2”

O
R

 “3”
A

B
O

V
E

 IS
 M

A
R

K
E

D
, C

H
E

C
K

 A
P

P
R

O
P

R
IAT

E
 IT

E
M

(S
) B

E
LO

W
 

1.■■
E

N
T

IR
E

 FA
C

ILIT
Y

2.■■
D

IS
T

IN
C

T
 PA

R
T

 O
F

 (S
P

E
C

IF
Y

)

3.
IF D

IS
TIN

C
T PA

R
T O

F H
O

S
P

ITA
L, IS

 H
O

S
P

ITA
L A

C
C

R
E

D
ITE

D
 B

Y
 

JC
A

H
O

/A
O

A
?

6.B
E

D
 C

O
M

P
O

S
IT

IO
N

 

a.TO
TA

L N
O

.O
F

 B
E

D
S

 IN
T

H
E

 FA
C

ILIT
Y

 
b.N

U
M

B
E

R
 O

F
 H

O
S

P
ITA

L B
E

D
S

C
E

R
T

IF
IE

D
 F

O
R

 M
E

D
IC

A
R

E
c.N

U
M

B
E

R
 O

F
 S

K
ILLE

D
 B

E
D

S
 

C
E

R
T

IF
IE

D
 F

O
R

 M
E

D
IC

A
R

E
 

d.N
U

M
B

E
R

 O
F

 S
K

ILLE
D

 B
E

D
S

C
E

R
T

IF
IE

D
 F

O
R

 M
E

D
IC

A
ID

e.N
U

M
B

E
R

 O
F

 IC
F

 B
E

D
S

C
E

R
T

IF
IE

D
 F

O
R

 M
E

D
IC

A
ID

S
U

R
V

E
Y

O
R

 (S
ignature)

F
IR

E
 A

U
T

H
O

R
IT

Y
 O

F
F

IC
IA

L (S
ignature)

T
IT

LE

T
IT

LE

O
F

F
IC

E

O
F

F
IC

E

D
AT

E

D
AT

E

A
ccording to the P

aperw
ork R

eduction A
ct of 1995, no persons are required to respond to a collection of inform

ation unless it displays a valid 0M
B

 control num
ber.T

he valid 0M
B

control num
ber for this inform

ation collection is 0938-0242.T
he tim

e required to com
plete this inform

ation collection is estim
ated to average 1 hour per response, including the tim

e
to review

 instructions, search existing data resources, gather the data needed, and com
plete and review

 the inform
ation collection.If you have any com

m
ents concerning the accuracy

of the tim
e estim

ate(s) or suggestions for im
proving this form

, please w
rite to C

M
S

, 7500 S
ecurity B

oulevard, N
2-14-26, B

altim
ore, M

aryland 21244-1850.

8.S
U

R
V

E
Y

O
R

 I.D
.N

O
.
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D
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R

T
M

E
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E
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 S
E

R
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E

S
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E
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T
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R
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R
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E
D
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R
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E
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E
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V
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E
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F
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  A
pproved

O
M

B
 N

o.0938-0242

■■
a.■■

Y
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b.■■

N
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K
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1         I(443), I(332), II(222)
A

ny H
eight

2         II(111)
O

ne Story O
nly (non-sprinklered)

3         II(111)
N

ot over three stories, w
ith com

plete 
autom

atic sprinkler system

4         III(211)
5         V

(111)
6         IV

(2H
H

)
7         II(000)

ID
P

R
E

F
IX

M
E

T
N

O
M

E
T

N
/A

R
E

M
A

R
K

S

F
orm

 C
M

S
-2786F

 (12-92)
P

age 2

1981 C
O

D
E

PA
R

T
 I —

 L
S

C
 R

E
Q

U
IR

E
M

E
N

T
S

- Item
s in italics relate to the F

S
E

S
.

B
U

IL
D

IN
G

 C
O

N
S

T
R

U
C

T
IO

N

If the building has a com
m

on w
all w

ith a nonconform
ing building,

the com
m

on w
all is a fire barrier having at least a tw

o-hour fire
resistance rating constructed of m

aterials as required for the
addition.C

om
m

unicating openings occur only in corridors.
12-1.1.4.1, 12-1.1.4.2, 13-1.1.4.1, 13-1.1.4.2

K
11

K
12

81 E
X

IS
T

IN
G

B
uilding construction type and height m

eets one of the follow
ing:

13-1.6.2, 13-1.6.3,13-1.6.4,13-3.5.1

81 N
E

W

B
uilding construction type and height m

eets one of the follow
ing:

12-1.6.2, 12-1.6.3, 12-3.5.1

K
12

G
ive a brief description, in R

E
M

A
R

K
S

, of the construction, the
num

ber of stories, including basem
ents, floors on w

hich patients
are located, location of sm

oke or fire barriers, and dates of
approval.C

om
plete sketch or attach sm

all floor plan of the 
building, as appropriate.

1         I(443), I(332), II(222)
A

ny H
eight

2         II(111)
O

ne Story O
nly (non-sprinklered)

3         II(111)
N

ot over three stories, w
ith com

plete 
autom

atic sprinkler system

4         III(211)
5         V

(111)
6         IV

(2H
H

)
7         II(000)
8         III(200)
9         V

(000)
N

ot over one story w
ith com

plete 
autom

atic sprinkler system
.

N
ot over tw

o stories w
ith com

plete 
autom

atic sprinkler system
.

K
13

K
13

K
103

Interior w
alls and partitions in buildings of Type I or Type II 

construction are of noncom
bustible or lim

ited-com
bustible m

aterials.
12-1.6.5, 13-1.6.5

(Indicate N
/A

 for existing buildings using listed fire retardant treated
w

ood studs w
ithin non-load bearing one-hour rated partitions.)

N
ot over tw

o stories w
ith com

plete 
autom

atic sprinkler system
.



81 N
E

W

Interior finish of any room
, including exposed interior surfaces of

buildings such as fixed or m
ovable w

alls, partitions, colum
ns, and

ceilings has a flam
e spread rating of 25 or less.(R

oom
s not over

4 persons capacity m
ay have flam

e spread ratings of 75 or less).
12-3.3.1

Indicate flam
e spread _________

ID
P

R
E

F
IX

M
E

T
N

O
M

E
T

N
/A

R
E

M
A

R
K

S

F
orm

 C
M

S
-2786F

 (12-92)
P

age 3

1981 C
O

D
E

K
14

K
15

81 E
X

IS
T

IN
G

Interior finish for corridors and exitw
ays, including exposed interior

surfaces of buildings such as fixed or m
ovable w

alls, partitions,
colum

ns, and ceilings has a flam
e spread rating of 75 or less.

13-3.3.1

Indicate flam
e spread _________

81 N
E

W

Interior finish for corridors and exitw
ays, including exposed interior

surfaces of buildings such as fixed or m
ovable w

alls, partitions,
colum

ns, and ceilings, has a flam
e spread rating of 25 or less.

12-3.3.1

Indicate flam
e spread _________

N
ew

ly installed interior floor finish in corridors and exitw
ays is

C
lass I.12-3.3.2, 13-3.3.2

(Indicate N
/A

 for existing interior floor finish.)

K
16

IN
T

E
R

IO
R

 F
IN

IS
H

81 E
X

IS
T

IN
G

Interior finish for room
s and spaces not used for corridors or

exitw
ays, including exposed interior surfaces of buildings such as

fixed or m
ovable w

alls, partitions, colum
ns, and ceilings has a

flam
e spread rating of 75 or less.(In fully-sprinklered buildings,

flam
e spread ratings of 200 or less m

ay be continued in use 
w

ithin room
s separated in accordance w

ith 13-3.6 from
 the exit

access corridors.) 13-3.3.1

Indicate flam
e spread _________



ID
P

R
E

F
IX

M
E

T
N

O
M

E
T

N
/A

R
E

M
A

R
K

S

F
orm

 C
M

S
-2786F

 (12-92)
P

age 4

1981 C
O

D
E

K
17

81 E
X

IS
T

IN
G

C
orridors are separated from

 use areas by w
alls constructed w

ith
at least a 20 m

inute fire resistance rating.In sprinklered buildings,
partitions are only required to resist the passage of sm

oke.In
non-sprinklered buildings, w

alls properly extend above the ceiling.
(C

orridor w
alls m

ay term
inate at the underside of ceilings w

here
specifically perm

itted by the C
ode.C

harting and clerical stations,
w

aiting areas, dining room
s, and activity spaces m

ay be open to
the corridor under certain conditions specified in the C

ode.)
13-3.6.1

If the w
alls have a fire resistance rating, give the rating._______.

If the w
alls term

inate at the underside of a ceiling, give a brief
description in R

E
M

A
R

K
S

, of the ceiling, describing the ceiling
throughout the floor area.

67 N
E

W

C
orridors are separated from

 use areas by w
alls constructed w

ith
at least a one-hour fire resistance rating.In sprinklered buildings,
w

alls properly extend above the ceiling.(C
orridor w

alls m
ay 

term
inate at the under side of ceilings w

here specifically 
perm

itted by the C
ode.C

harting and clerical stations, w
aiting

areas, dining room
s, and activity spaces m

ay be open to the cor-
ridor under certain conditions specified in the C

ode.) 12-3.6.1

S
how

 fire resistance rating of the w
alls._______.

If the w
alls term

inate at the underside of a ceiling, give a brief 
description in R

E
M

A
R

K
S

, of the ceiling, describing the ceiling
throughout the floor area.

C
O

R
R

ID
O

R
 W

A
L

L
S

 A
N

D
 D

O
O

R
S

K
18

81 E
X

IS
T

IN
G

D
oors in corridor w

alls, other than those serving as exit or 
hazardous area enclosures, are at least 1

3/4
inch solid bonded

w
ood core or are capable of resisting fire for at least 20 m

inutes.
D

oors in sprinklered buildings are only required to resist the 
passage of sm

oke.T
here is no im

pedim
ent to closing the doors.

T
he doors are provided w

ith latching devices w
hich w

ill keep the
doors tightly closed in their fram

es.12-3.6.3, 13-3.6.3

S
how

, in R
E

M
A

R
K

S
, details of doors, such as fire protection

ratings, autom
atic closing devices, etc.



81 N
E

W

D
oors in fire separation w

alls, enclosure of hazardous areas
enclosures, horizontal exits, or sm

oke partitions m
ay be held

open only by devices arranged to autom
atically close the door

upon activation of:

(a)
■■

the required m
anual sm

oke alarm
 system

 and

(b)
■■

local sm
oke detectors designed to detect sm

oke passing   
through the opening or a required sm

oke detection system
and

(c)
■■

the autom
atic sprinkler system

, if installed.12-2.11.6

D
escribe m

ethod used in R
E

M
A

R
K

S
.

ID
P

R
E

F
IX

M
E

T
N

O
M

E
T

N
/A

R
E

M
A

R
K

S

F
orm

 C
M

S
-2786F

 (12-92)
P

age 5

1981 C
O

D
E

K
19

V
ision panels in corridor w

alls or doors shall be fixed w
ired glass

in approved fram
es, lim

ited to 1296 sq.in.per panel.(In fully
sprinklered buildings, w

ired glass is not required and vision 
panels are not lim

ited in size.12-3.6.2, 12-3.6.3, 13-3.6.2, 13-3.6.3

E
nclosure doors serving exits and w

hich are not held open in
accordance w

ith 12-2.11.6 or 13-2.11.5 are provided w
ith signs

stating that the doors are to be kept closed.5-10.4.2.2

K
22

K
21

81 E
X

IS
T

IN
G

D
oors in fire separation w

alls, hazardous area enclosures, 
stairw

ay enclosures, horizontal exits, or sm
oke partitions m

ay be
held open only by devices arranged to autom

atically close the
doors upon activation of the required m

anual alarm
 system

 and
at least one of  the follow

ing:

(a)
■■

local sm
oke detectors designed to detect sm

oke passing
through the opening,

or

(b)
■■

a com
plete approved autom

atic sprinkler system
, or

(c)
■■

a com
plete autom

atic fire detection system
.13-2.11.5

D
escribe m

ethod used in R
E

M
A

R
K

S
.



81 E
X

IS
T

IN
G

S
m

oke barriers are constructed to provide at least a half hour fire
resistance rating.(W

ired glass panels are not lim
ited in size.) 

13-3.7.3, 13-3.7.5,13-1.6.5
81 N

E
W

S
m

oke barriers are constructed to provide at least a one hour fire
resistance rating.(W

ired glass panels are lim
ited to 1,296 sq.in.)

12-3.7.3, 12-1.6.5

ID
P

R
E

F
IX

M
E

T
N

O
M

E
T

N
/A

R
E

M
A

R
K

S

F
orm

 C
M

S
-2786F

 (12-92)
P

age 6

1981 C
O

D
E

K
23

K
24

S
pace is provided on each side of sm

oke partitions to adequately
accom

m
odate those occupants served.12-3.7.4, 13-3.7.4

K
26

S
M

O
K

E
 C

O
M

PA
R

T
M

E
N

TA
T

IO
N

 A
N

D
 C

O
N

T
R

O
L

81 E
X

IS
T

IN
G

S
m

oke barriers are provided to form
 at least tw

o sm
oke 

com
partm

ents on every sleeping room
 floor for m

ore than 30
patients.13-3.7.1, 13-3.7.2

(H
orizontal exits m

ay be used)

81 N
E

W

S
m

oke barriers are provided to form
 at least tw

o sm
oke 

com
partm

ents on every story used or usable for patients and for
non-patient stories having an occupant load of 50 or m

ore 
persons.12-3.7.1,12-3.7.2

(H
orizontal exits m

ay be used)

T
he area of sm

oke com
partm

ents does not exceed 22,500 sq.ft.
w

ith neither length nor w
idth exceeding 150 feet.12-3.7.1,

13-3.7.1.

If either the length or w
idth of the sm

oke com
partm

ents exceeds
150 feet, indicate the dim

ensions in R
E

M
A

R
K

S
.If the sm

oke
com

partm
ent dim

ensions are 100 feet or less, check this box.
■■

K
25



ID
P

R
E

F
IX

M
E

T
N

O
M

E
T

N
/A

R
E

M
A

R
K

S

F
orm

 C
M

S
-2786F

 (12-92)
P

age 7

1981 C
O

D
E

K
27

81 E
X

IS
T

IN
G

D
oors in sm

oke barriers have at least a 20-m
inute fire protection

rating or are at least 1
3/4

inch thick solid bonded w
ood core

sw
inging doors.(N

either latching or sw
ing w

ith exit travel is
required.)

81 N
E

W

D
oors in sm

oke barriers have at least a 20-m
inute fire protection

rating or are at least 1
3/4

inch thick solid bonded w
ood core

sw
inging doors.(Latching is not required.) 12-3.7.5, 12-3.7.8

C
O

R
R

ID
O

R
 W

A
L

L
S

 A
N

D
 D

O
O

R
S

K
28

K
104

81 E
X

IS
T

IN
G

D
oors in sm

oke barriers are at least 34 inches w
ide and m

ay
have w

ired glass vision panels not exceeding 1,296 sq.in.
installed in approved fram

es.13-2.11.4

81 N
E

W

D
oors in sm

oke barriers are installed as a pair of sw
inging doors,

w
ith each door sw

inging in a direction opposite from
 the other.

T
he m

inim
um

 w
idth of each door is 44 inches.W

ired glass vision
panels not exceeding 1,296 sq.in.installed in approved fram

es
are provided for each door.12-3.7.5, 12-3.7.7

P
enetrations of sm

oke barriers by ducts are protected in 
accordance w

ith 6-3.5, 12-3.7.9, and 13.3.7.7.

D
escribe any m

echanical sm
oke control system

 in R
E

M
A

R
K

S
.



ID
P

R
E

F
IX

M
E

T
N

O
M

E
T

N
/A

R
E

M
A

R
K

S

F
orm

 C
M

S
-2786F

 (12-92)
P

age 8

1981 C
O

D
E

K
29

Isolated hazardous areas m
ay be protected w

ith sprinklers having
no m

ore than six heads connected to the dom
estic w

ater supply,
providing it has the capacity sufficient to provide 0.15 G

P
M

 per
square foot of floor area throughout the protected area, w

ith an
indicating shut-off valve installed in an accessible location.In new
installations (including new

 installations in existing buildings),
w

here three or m
ore sprinklers are installed in a single area,

w
aterflow

 detection is provided to sound the building fire alarm
system

 in the event of sprinkler operation.12-3.5.4, 13-3.5.4

List in R
E

M
A

R
K

S
 the floor and zone locations of hazardous

areas w
hich do not m

eet the above.

K
30

H
azardous areas are separated by construction providing at least

a one-hour fire resistance rating, or are protected by an autom
atic

sprinkler system
.In new

 construction, those item
s m

arked w
ith an

asterisk require both sprinklers and separation.D
oors have at

least a 3/4-hour fire protection rating.V
ision panels are not used.

12-3.2.1,13-3.2.1

Laboratories em
ploying quantities of flam

m
able, com

bustible, or
hazardous m

aterials w
hich are considered a severe hazard shall

be protected in accordance w
ith Laboratories in H

ealth-R
elated

Institutions, N
F

PA
 56C

.12-3.2.2, 13-3.2.2 (Laboratories w
hich are

not considered a severe hazard are treated as hazardous areas
above.)

K
31

(a)
(c)
(d)
( e)
(f)
( g)
( h)
(i)
(j)
( k)
(l)

A
S

S
N

A
(1)

( 2)
(3)

A
S-A

utom
atic Sprinklers

S-Separation 
B

oiler, H
eater R

oom
s

L
aundries

R
epair Shops, Paint Shops*

L
aboratories

T
rash C

ollection R
oom

s*
E

m
ployee L

ocker R
oom

s
Soiled L

inen R
oom

s*
K

itchens
H

andicraft Shops

A
reas storing quantities of com

bustibles*

G
ift Shops

S
M

O
K

E
 C

O
M

PA
R

T
M

E
N

TA
T

IO
N

 A
N

D
 C

O
N

T
R

O
L
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P

age 9

1981 C
O

D
E

K
20

81 E
X

IS
T

IN
G

S
tairw

ays, elevator shafts, light and ventilation shafts, chutes, and
other vertical openings betw

een floors are enclosed w
ith 

constructions having a fire-resistance rating of at least one hour.
13-3.1.1

If all vertical openings are properly enclosed w
ith construction 

providing at least a tw
o-hour fire resistance rating, also check this

box.
■■

If enclosures are less than required, give brief description
and specific location in R

E
M

A
R

K
S

.

81 N
E

W

S
tairw

ays, elevator shafts, light and ventilation shafts, chutes, and
other vertical openings betw

een floors are enclosed w
ith 

construction having a fire-resistance rating of at least tw
o-hours.

(O
ne-hour for single story buildings and sprinklered buildings up

to three stories in height.) 12-3.1.1 If enclosures are less than
required, give a brief description and specific location in R

E
M

A
R

K
S

.

K
33

81 E
X

IS
T

IN
G

E
xit com

ponents (such as stairw
ays) are enclosed w

ith construction
having a fire resistance rating of at least one-hour, are arranged to
provide a continuous path of escape, and provide protection against
fire or sm

oke from
 other parts of the building.

6-2.2.9, 13-3.1.1

If all vertical openings are properly enclosed w
ith construction 

providing at least a tw
o-hour fire resistance rating, also check this

box.
■■

If enclosures are less than required, give a brief descrip-
tion and specific location in R

E
M

A
R

K
S

.

81 N
E

W

E
xit com

ponents (such as stairw
ays) in buildings tw

o stories or
m

ore are enclosed w
ith construction having a fire resistance 

rating of at least tw
o-hours, are arranged to provide a continuous

path of escape, and provide protection against fire and sm
oke

from
 other parts of the building.In fully sprinklered buildings of up

to and including three stories in height, the fire resistance rating
m

ay be reduced to one-hour.In all buildings of less than tw
o 

stories, the enclosure is at least one-hour.6-2.2.9, 12-3.1.1 
If enclosures are less than required, give a brief description and
specific location in R

E
M

A
R

K
S

.

V
E

R
T

IC
A

L
 O

P
E

N
IN

G
S
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P

age 10

1981 C
O

D
E

S
tairw

ays are sm
okeproof tow

ers used as exits are in accordance
w

ith S
ection 5-2.12-2.2.2, 12-2.2.3, 13-2.2.2, 13-2.2.3 

E
xit access is so arranged that exits are readily accessible at all

tim
es.5-5, 12-2.1, 13-2.1

K
38

K
32

A
t least tw

o acceptable exits, rem
ote from

 each other, are 
provided for each floor or fire section of the building.O

nly one of
these tw

o exits m
ay be a horizontal exit.12-2,4.1, 12-2.4.2, 

13-2.4.1, 13-2.4.2
K

34

K
39

K
40

E
X

IT
S

 A
N

D
 E

X
IT

 A
C

C
E

S
S

C
apacity of exits in num

ber of persons per unit of exit w
idth is in

accordance w
ith 12-2.3, 13-2.3.

K
35

Travel distances (exit access) to exits are in accordance w
ith

12-2.6.2,13-2.6.2
K

36

K
37

81 E
X

IS
T

IN
G

(IN
D

IC
AT

E
 N

/A
 F

O
R

 E
X

IS
T

IN
G

)

E
xits and exit access are arranged such that no corridor or aisle

has a dead-end exceeding 30 feet.12-2.5.8

81 E
X

IS
T

IN
G

W
idth of aisles or corridors (clear and unobstructed) serving as exit

access is at least 4 feet.13-2.5.2

81 N
E

W

W
idth of aisles or corridors (clear and unobstructed) serving as

exit access is at least 8 feet.12-2.5.2

81 E
X

IS
T

IN
G

E
xit access doors and exit doors used by health care occupants

are of the sw
inging type and are at least 34 inches w

ide.13-2.11.4

81 N
E

W

E
xit access doors and exit doors used by health care occupants

are of the sw
inging type and are at least 44 inches w

ide.D
oors in

exit stairw
ay enclosures shall be not less than 36 inches w

ide.
12-2.11.5
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1981 C
O

D
E

A
ll sleeping room

s have a door leading to a corridor providing
access to an exit or have a door leading directly to grade.O

ne
room

 m
ay intervene in accordance w

ith 12-2.5.1, 13-2.5.1, 
12-2.5.7 13-2.5.5 If doors lead directly to grade from

 each room
,

check this box.
■■

K
41

K
42

K
45

IL
L

U
M

IN
A

T
IO

N
 A

N
D

 E
M

E
R

G
E

N
C

Y
 P

O
W

E
R

A
ny room

 or suite of room
s of m

ore than 1,000 sq.ft.has at least
2 exit access doors rem

ote from
 each other.12-2.5.5, 13-2.5.3

H
orizontal exits, if used, are in accordance w

ith S
ection 5-2 and

12-2.2.5, 13-2.2.5, 12-1.2.4, 13-1.2.4.

Illum
ination of m

eans of egress, including exit discharge, is arranged
so that failure of any single lighting fixture (bulb) w

ill not leave the
area in darkness.(T

his does not refer to em
ergency lighting.) 

12-2.8.1, 13-2.8.1
K

46

K
47

K
43

P
atient room

 doors are arranged such that the patients can open
the door from

 inside w
ithout using a key.(S

pecial door locking
arrangem

ents are perm
itted in m

ental health facilities.) 12-2.11.1,
13-2.11.1

K
44

81 E
X

IS
T

IN
G

E
m

ergency lighting of at least one hour duration is provided 
in accordance w

ith 5.9.13-2.9.1

81 N
E

W

E
m

ergency lighting of at least one and one-half hour duration is
provided in accordance w

ith 5-9.12-2.9.1

81 E
X

IS
T

IN
G

E
xit and directional signs are displayed w

ith continuous illum
ination

also served by the em
ergency lighting system

.13-2.10.1 (Indicate
N

/A
 in one story buildings w

ith 29 or less occupants w
here the line

of exit travel is obvious.)
81 N

E
W

E
xit and directional signs are displayed w

ith continuous 
illum

ination also served by the em
ergency lighting system

.
12-2.10.1
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T
here is a w

ritten plan for the protection of all patients and for
their evacuation in the event of an em

ergency.A
 sim

ple floor plan
show

ing the evacuation routes, is posted in prom
inent locations

on all floors.31-4.1.1, 31-4.2.5

K
48

K
108

81 N
E

W
 (IN

D
IC

AT
E

 N
/A

 F
O

R
 E

X
IS

T
IN

G
)

B
uildings equipped w

ith or requiring the use of life support 
system

s (electro-m
echanical or inhalation anesthetics) have 

illum
ination of m

eans of egress, em
ergency lighting equipm

ent,
exit, and directional signs supplied by the Life S

afety B
ranch of

the electrical system
 described in N

F
PA

 76A
.12-2.8.2, 12-2.9.2,

12-2.10.2, 12-5.1.3.

(Indicate N
/A

 if life support equipm
ent is for em

ergency purposes
only.)

K
50

K
106

F
ire drills are held at unexpected tim

es under varying conditions,
at least quarterly on each shift.T

he staff is fam
iliar w

ith 
procedures and is aw

are that drills are part of established routine.
R

esponsibility for planning and conducting drills is assigned only
to com

petent persons w
ho are qualified to exercise leadership.

W
here drills are conducted betw

een 9 P
M

 and 6 A
M

 a coded
announcem

ent m
ay be used instead of audible alarm

s.31-4.1.3

E
M

E
R

G
E

N
C

Y
 P

L
A

N
,F

IR
E

 D
R

IL
L

S

81 N
E

W
 (IN

D
IC

AT
E

 N
/A

 F
O

R
 E

X
IS

T
IN

G
)

Facilities w
hich norm

ally utilize life support devices have electrical
system

s designed and installed in accordance w
ith N

F
PA

 76A
.

12-5.1.3

K
107

81 N
E

W
 (IN

D
IC

AT
E

 N
/A

 F
O

R
 E

X
IS

T
IN

G
)

R
equired alarm

 and detection system
s are provided w

ith an 
alternative pow

er supply in accordance w
ith N

F
PA

 72A
.12-3.4.8

81 N
E

W
 (IN

D
IC

AT
E

 N
/A

 F
O

R
 E

X
IS

T
IN

G
)

A
larm

s, em
ergency com

m
unication system

s, and illum
ination of

generator set locations are as described in the Life S
afety B

ranch
of N

F
PA

 70.12-5.1.2
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1981 C
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D
E

K
51

81 E
X

IS
T

IN
G

A
 fire alarm

 system
, not a presignal type, w

ith approved com
ponent

devices or equipm
ent is installed to provide effective w

arning of fire
in any part of the building.R

equired sprinklers, detectors, etc., are
arranged to autom

atically activate the fire alarm
 system

 and operate
protective devices such as dam

pers, door holders, etc.T
he fire

alarm
 system

 is connected to autom
atically transm

it an alarm
 to

sum
m

on the local fire departm
ent.13-3.4.2, 13-3.4.3, 13-3.4.4,

(visual alarm
s 13-3.4.5)

81 N
E

W

A
n electrically supervised fire alarm

 system
, not a presignal type,

w
ith approved com

ponent devices or equipm
ent is installed to

provide effective w
arning of fire in any part of the building.

R
equired sprinklers, detectors, etc., are arranged to autom

atically
activate the fire alarm

 system
 and operate protective devices

such as dam
pers, door holders, etc.T

he fire alarm
 system

 is 
connected to autom

atically transm
it an alarm

 to sum
m

on the
local fire departm

ent.12-3.4.2, 12-3.4.3, 12-3.4.4

S
M

O
K

E
 D

E
T

E
C

T
IO

N

T
he fire alarm

 is tested m
onthly.31-1.3

K
52

81 N
E

W
 O

N
LY

(IN
D

IC
AT

E
 N

/A
 F

O
R

 E
X

IS
T

IN
G

 B
U

ILD
IN

G
S

 A
N

D
 A

LL
H

O
S

P
ITA

LS
)

A
n autom

atic sm
oke detection system

 is installed in all corridors
w

ith detector spacing not further apart than 30 feet on center, nor
m

ore than 15 feet from
 any w

all.(A
s an alternative to the corridor

sm
oke detection system

 on patient sleeping room
 floors, sm

oke
detectors m

ay be installed in each patient sleeping room
 and at

sm
oke barrier or horizontal exit doors in the corridor.) S

uch
detectors are electrically interconnected to the fire alarm

 system
.

12-3.4.6

K
53

F
IR

E
 A

L
A

R
M

 S
Y

S
T

E
M

S



ID
P

R
E

F
IX

M
E

T
N

O
M

E
T

N
/A

R
E

M
A

R
K

S

F
orm

 C
M

S
-2786F

 (12-92)
P

age 14

1981 C
O

D
E

K
109

81 E
X

IS
T

IN
G

 S
U

P
E

R
V

IS
O

R
Y

 C
A

R
E

 FA
C

ILIT
IE

S
 (IN

D
IC

AT
E

 
N

/A
 F

O
R

 H
O

S
P

ITA
L, N

U
R

S
IN

G
 H

O
M

E
S

 A
N

D
 C

U
S

TO
D

IA
L

C
A

R
E

 FA
C

ILIT
IE

S
.)

A
n autom

atic sm
oke detection system

 is installed in all corridors
w

ith detector spacing not further apart than 30 feet on center, nor
m

ore than 15 feet from
 any w

all.(A
s an alternative to the corridor,

detectors m
ay be installed in each patient sleeping room

 and at
sm

oke barrier or horizontal exit doors in the corridors.) S
uch

detectors are electrically interconnected to the fire alarm
 system

.
13-3.4.6 

A
ll required sm

oke detectors, including those activating door hold
open devices, are approved, m

aintained, inspected and tested in
accordance w

ith the m
anufacturer’s specifications.7-6.1.2

A
U

TO
M

A
T

IC
 S

P
R

IN
K

L
E

R
 S

Y
S

T
E

M
S

G
ive a brief description, in R

E
M

A
R

K
S

 of any sm
oke detection

system
 w

hich m
ay be installed.

K
55

K
56

K
54

P
atient sleeping room

s have an outside w
indow

 or outside door
w

hich can be opened from
 the inside.12-3.8.1, 13-3.8.1

(S
pecial tools or keys m

ay be used, if im
m

ediately available to
the staff.W

indow
s are not required for recovery room

s, intensive
care units, new

born nurseries, em
ergency room

s, labor room
s,

and sim
ilar room

s intended for occupancy for less than 24 hours.)

E
X

IS
T

IN
G

E
very patient sleeping room

 shall have an outside w
indow

 or an
outside door w

ith light.13-3.8.1

T
here is an autom

atic sprinkler system
 of a standard approved

type, to provide com
plete coverage for all portions of the facility.

12-3.5.1,13-3.5.1

(Indicate N
/A

 for Type I (443), Type I (332), Type II (222) buildings
of any height and Type II (111) buildings of only one story in
height.)

A
.D

ate sprinkler system
 last checked and necessary 

m
aintenance provided.______________________________

B
.S

how
 w

ho provided the service._______________________

K
57
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1981 C
O

D
E

C
.N

ote the source of w
ater supply for the autom

atic sprinkler 
system

.________________________________________

(P
rovide in R

E
M

A
R

K
S

, inform
ation on coverage for any

nonrequired or partial autom
atic sprinkler system

.)

S
M

O
K

IN
G

 R
E

G
U

L
A

T
IO

N
S

K
59

K
63

K
58

R
equired autom

atic sprinkler system
s have a w

ater flow
 device to

give w
arning of the operation of the system

s.12-3.5.2, 13-3.5.2

K
66

R
equired autom

atic sprinkler system
s have an electrical 

interconnection to the facility fire alarm
 system

.
12-3.5.2, 13-3.5.2

K
60

K
61

R
equired autom

atic sprinkler system
s have an electrically 

supervised m
ain control valve so that at least a local alarm

 w
ill

sound w
hen the valves are closed.12-3.5.3, 13-3.5.3

R
equired autom

atic sprinkler system
s are continuously 

m
aintained in reliable operating condition and are inspected and

tested periodically.31-1.3.1, 31-1.3.2

K
62

R
equired autom

atic sprinkler system
s have an adequate and 

reliable w
ater supply w

hich is provided under continuous and
autom

atic pressure.7-7.1.1

P
ortable fire extinguishers are provided and m

aintained in 
accordance w

ith N
F

PA
 10.12-3.5.5, 13-3.5.5

S
m

oking regulations are adopted to:

(a) C
ontrol sm

oking, and include the posting of “N
O

 S
M

O
K

IN
G

”
signs in any room

, w
ard, or com

partm
ent w

here flam
m

able 
liquids, com

bustible gases, or oxygen are used or stored, and 
in any other hazardous location.31-4.4(a)

(b) P
rohibit sm

oking by patients classified as not responsible, 
except w

hen the patient is under the direct supervision of the 
staff.31-4.4(b)

(c) P
rovide ashtrays of noncom

bustible m
aterial and safe design

in areas w
here sm

oking is perm
itted.31-4.4(c)

(d) P
rovide readily available m

etal containers w
ith self closing

cover devices for all areas w
here sm

oking is perm
itted.

31-4.4(d)

K
64
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1981 C
O

D
E

A
ir conditioning and ventilating equipm

ent is in accordance w
ith

N
F

PA
 90A

.12-5.2.1, 13-5.2.1 
K

69

K
67

T
he design, installation, and use of com

m
ercial cooking equipm

ent
m

eets the requirem
ents of N

F
PA

 96.12-3.2.3, 13-3.2.3

N
o furnishings, decorations or other objects are placed as to

obstruct exits or visibility of exits.31-1.2.2.1

K
70

F
uel burning space heaters or portable electric heaters are not

used.12-5.2.2, 13-5.2.2

K
71

Linen and trash chutes, incinerators, and trash collection room
s

are protected in accordance w
ith 12-5.4.1, 12-5.4.2, 12-5.4.3, 

12-5.4.4, 13-5.4.1, 13-5.4.3,13-5.4.4

F
U

R
N

IS
H

IN
G

S
 A

N
D

 D
E

C
O

R
A

T
IO

N
S

K
72

N
o furnishings or decorations of an explosive or highly flam

m
able

character are used.31-1.4.2
K

73

A
ll curtains, including cubicle curtains are rendered and 

m
aintained flam

e-retardant.31-1.4.1, 31-4.5
K

74

W
astebaskets in patient room

s are of non-com
bustible m

aterial or
have appropriate U

nderw
riters Laboratories or Factory M

utual
classified products m

arking thereon.31-4.6.3

K
75

B
U

IL
D

IN
G

 S
E

R
V

IC
E

 E
Q

U
IP

M
E

N
T

M
E

D
IC

A
L

 G
A

S
E

S
,A

N
E

S
T

H
E

T
IZ

IN
G

 A
R

E
A

S

K
76

N
onflam

m
able m

edical gas system
s and equipm

ent used for the
adm

inistration of inhalation therapy and for resuscitative purposes
com

ply w
ith N

F
PA

 56B
 (R

espiratory T
herapy).

K
77

P
iped-in m

edical gas system
s com

ply w
ith N

F
PA

 56F
 

(non-flam
m

able M
edical G

ases).

K
78

H
O

S
P

ITA
LS

 O
N

LY
 (IN

D
IC

AT
E

 N
/A

 F
O

R
 N

U
R

S
IN

G
 H

O
M

E
S

)

A
nesthetizing areas and room

s used for the storage of flam
m

able
anesthetic agents are designed, operated and m

aintained in
accordance w

ith N
F

PA
 56A

 (Inhalation A
nesthetics).



ID
P

R
E

F
IX

M
E

T
N

O
M

E
T

N
/A

R
E

M
A

R
K

S

F
orm

 C
M

S
-2786F

 (12-92)
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1981 C
O

D
E

PA
R

T
 III

A
ltern

ative P
rovIsIo

n
s fo

r S
p

rIn
kler R

eq
u

Irem
en

ts
—

 If K
56 on

sprinkler coverage has been answ
ered “N

O
T

 M
E

T
”and the facility

is a one-story protected w
ood fram

e or one-story protected 
ordinary facility, answ

er the next four item
s.

K
80

H
azard

o
u

s A
reas

—
 A

ll hazardous areas are sprinklered.

K
81

D
etectIo

n
 S

ystem
s

—
 A

utom
atic fire detection devices are

installed in all areas required by the Life S
afety C

ode to be 
protected by an autom

atic sprinkler system
.T

he detection system
is currently listed w

ith U
L's F

ire P
rotection List.T

he system
 is 

arranged to close all fire doors in barrier partitions and, w
here 

possible, shall be connected to the local fire departm
ent or 

central control station.A
t a m

inim
um

, the detection system
 m

ust
activate an alarm

 system
 inside and outside the building.

K
82

C
o

m
p

artm
en

tatlo
n

 —
 P

atient room
s are separated from

 each
other and all other areas by construction having at least a 1-hour
fire resistance rating.

K
83

F
ire D

ep
artm

en
t R

esp
o

n
se —

 T
he response tim

e and capability
of the local fire departm

ent is adequate, in the judgem
ent of the

S
tate fire authority official, to provide an acceptable level of 

protection for an unsprinklered facility.

M
IS

C
E

L
L

A
N

E
O

U
S

K
130

List in the R
E

M
A

R
K

S
 section, any item

s that are not listed 
previously, but are deficient.T

his inform
ation along w

ith the 
applicable Life S

afety C
ode or N

F
PA

 standard citation should be
included on the F

orm
 C

M
S

-2567.



F
orm

 C
M

S
-2786F

 (12-92)
P

age 18

F
or each item

 of the Life S
afety C

ode recom
m

ended for w
aiver, list the survey report form

 item
 num

ber and state
the reason for the conclusion that:(a) the specific provisions of the code, if rigidly applied, w

ould result in 
unreasonable hardship on the facility, and (b) the w

aiver of such unm
et provisions w

ill not adversely affect the
health and safety of the patients.(If additional space is required, use reverse side.)

K
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FIRE SAFETY SURVEY REPORT
CRUCIAL DATA EXTRACT

(TO BE USED WITH CMS-2786 FORMS)
PROVIDER NUMBER FACILITY NAME SURVEY DATE

* K4

* K4 MULTIPLE
CONSTRUCTION

TOTAL NUMBER OF BUILDINGS ____________

NUMBER OF THIS BUILDING      ____________ 

A  BUILDING
B  WING
C  FLOOR
D  APARTMENT UNIT

LSC FORM INDICATOR

1  2786   A-67 EXISTING
2 A-67 NEW
3 B-73 EXISTING
4 B-73 NEW
5 F-81 EXISTING
6 F-81 NEW
7 C-SHORT
8 H-ASC
9 J, K, L 85-CHAPTER 21

(ICFs/MR ONLY)
10 P-85 EXISTING
11 P-85 NEW

* K7 SELECT NUMBER OF FORM USED FROM 
ABOVE 

COMPLETE IF ICF/MR IS SURVEYED UNDER CHAPTER 21

SMALL (16 BEDS OR LESS)

1 PROMPT

K8: 2 SLOW

3 IMPRACTICAL 

LARGE

4 PROMPT

K8: 5 SLOW

6 IMPRACTICAL 

APARTMENT HOUSE

1 PROMPT

K8: 2 SLOW

3 IMPRACTICAL 
ENTER E – SCORE HERE

K5: e.g., 2.5

*K9: FACILITY MEETS LSC BASED ON (Check all that apply)

A1. A2. A3. A4.

(COMP. WITH ALL PROVISIONS) (ACCEPTABLE POC) (WAIVERS) (FSES)

FACILITY DOES NOT MEET LSC 

B.

* MANDATORY

(Check if not applicable)

K29: K56:
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